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design features 


e high input impedance, low driving 
impedance 


e low power dissipation 


e one power supply capability 


high speed 


e output current greater than 100 ma. 


reliability assurance 
EVERY unit receives 


e high temperature storage bake at 


+150°C 


e 3 cycles of thermal shock —55°C to 
+150°C 


e 20,000 G centrifuge 


e gross and helium hermeticity tests 
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general description 


The Westinghouse WS 1510 is a planar epitaxial 
silicon integrated circuit providing the function of a 
destruct readout core driver which may be utilized 
in driving memory core with currents up to 150 ma. 


parameter value units 
absolute maximum ratings © 


supply voltage volts 


input voltage volts 
output voltage volts 


ambient storage temp. —65 to +175 °C 


ambient operating temp. — Oto +125 °C 


@ Limiting values beyond which the serviceability of the device may be impaired. 


November, 1964 


new information 


destructive readout bit driver 


WS 1519 


technical data 91-181 
page 2 


Parameter (Vor = Vo2 = 10v) Condition Symbol Limit Value Units 


static electrical characteristics (25°C) 


Input Voltage Jout= 130ma 


Turn on time 


Turn off time 


switching time test circuit and waveforms 
7.5 
Vp1 Vp2 . 
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output 
current 
= 


input — pin 5 
output — pin 3 


mechanical characteristics 
Q style FLAT-PAK 0.25 grams 


pin connections 


top i>—_————. 750 typical .060—> peat 
view DiaGing max 
—e 
= etealles 1 Ground 6 Input B 
| : = 2 no connection 7 Supply 
OE Se 4 
(200" <i seid deanna: ooo 3 Output A 8 Supply 
. ts ee 4 no connection 9 Output B 
—— —__——— | | 5 Input A 10 no connection 
|+-.250ret —+| further information 
Gold plated Kovar ® leads are 15 x § mils on 50 mil centers. condensed catalog 91-000 
prices: section 91-120 
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